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LED CONNECTORS
SHJ WTB
1 mm pitch
Type: Crimp & disconnectable
Current rating: 1A (AWG#28)
Voltage rating: 125V

This is a 1.0 mm pit wire-to-board connector with 
secure lock mechanism on both sides.
SHJ connector is compact and space-saving de-
sign providing high reliability and are suitable for 
applications such as power supply of LED.
> Crimp style
> For LCD back light lamps
> With secure locking device

SFG WTB
1.1 mm pitch
Type: For LCD back light lamps
Current rating: 1A (AWG#28)
Voltage rating: 200V

This SFG connector is a wire-to-board connector 
compatible with small space.
It is used for power supply of LED backlight in 
LIquid Crystal Display Television set.
> Crimp style
> Wih secure locking device

ACH WTB
1.2 mm pitch
Type: Compact & disconnectable
Current rating: 
2A / 1 to 3 circuits (AWG#28)
1.5A / 4-5 circuits (AWG#28)
Voltage rating: 50V

This connector is compact and low profile type, 
height: 1.4mm and width 4.3mm, 1.2mm pitch 
wire-to-board connector.
> Crimp style
> Low profile type

LEA WTB
1.8 mm pitch
Type: With secure locking device
Current rating: 3A
Voltage rating: 300V

Considering that the connector does not affect the 
luminescence angle of LED chip, this low profile 
type connector (height: 3.0mm) is designed for 
connection to LED lamp and realized space saving. 
A secure locking mechanism is arranged to this 
connector in order to consider the handling of 
wire in actual use, although this is a low profile.

SFK WTB
1.8 mm pitch
Type: With secure locking device
Current rating: 4A
Voltage rating: 350V

This SFK connector is a wire-to-board connector 
for connecting power supply and PCB and wit-
hstands high voltage.
It is used for power supply of LED backlight in 
Liquid Crystal Display Television set.
> Crimp style

CULH WTB
1.8 mm pitch

Current rating: 5A

Smallest SMT connector in the
world which can be used in automotive applica-
tion (height: 3.5mm)
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SFH WTB
1.8 mm pitch
Type: Compact & disconnectable
Current rating: 4A (AWG#22)
Voltage rating: 350V

This low profile type connector with height of 
3.0mm is designed for connection to stroboscope 
flash and realized space saving.
> Crimp style
> Low-profile type

LED CONNECTORS
LEX WTB
2.5 mm pitch
Type: Compact & disconnectable
Current rating: 3A (AWG#22)
Voltage rating: 300V
Designed as low profile bottom ty-
pe connector for LED lighting equipment, and 
achieves the space saving at the connector moun-
ting side. With connector mating operation, secure 
lock & mechanism for preventing wrong insertion 
are provided. The load may be applied to the sol-
dering part when mating the connector, the sten-
gth of soldering part after mounting the connector 
on PCB has been largely improved.

XNI WTB
2.5 mm pitch
Type: Crimp style
Current rating: 3A (AWG#22)
Voltage rating: 250V

This connector is 2.5mm pitch WTB connector 
that has a mechanism to prevent an incomplete 
mating by utilizing the inertial force when mating 
connector.
In all circuits of connector, controlled key for pre-
venting mismatching of mating is added.
> With secure locking device
> Inertial lock structure

LEB BTB
4 mm pitch
Type: Crimp & disconnectable
Current rating: 3A
Voltage rating: 300V

Considering about luminescence property of LED device, 
this LEB is designed as low profile type one (height: 2.7mm) 
for LED lighting, and achieves the space saving. The ho-
rizontal connection between PCBs enables and the mecha-
nism of absorbing the PCB misalignment has been installed 
considering the parallel use for the connec-tor. Fork type 
contact that has a high contact pressure (re-ceptacle side) 
and enough mating stroke provide the stable contact perfor-
mance even if the PCB expands and contracts due to heat.

LEK BTB

Type: Absorbing PCB misalign-
ment type
Current rating: 3A (AWG#28)

This LEK connector is BTB connector that does 
not use the housing and has a positive lock.
This enables to absorb misalignment when ma-
ting connector.
> PCB horizontal mounting type
> BTB connector with secure lock type

LEL BTB
Type: Absorbing PCB misalignment,
PCB horizontal mounting type
Current rating: 1.6A (AWG#28)
Voltage rating: 100V

Considering about luminescence property of LED pac-
kage, this LEL is designed as low profile type connector for 
LED lighting, and achieves the space saving. The horizon-
tal connection between PCBs enables and the mechanism 
of ab-sorbing the PCB misalignment has been installed 
conside-ring the parallel use for the connector. Bellows type 
contact that has a high contact pressure and a high dura-
bility per-formance (receptacle side) and enough mating 
stroke provi-des the stable contact performance even if the 
PCB expands and contracts due to heat.
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